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TRUSTED PARTNERS

Tell Manufacturing has teamed  

with select partners to offer 

expanded options in prefinished 

steel door frames, solid and  

hollow core wood doors, roll up 

doors, and windows. These  

reputable companies create  

durable and efficient products  

that will seamlessly integrate  

with our own products, making  

Tell Manufacturing your  

one-stop shop.

WOOD DOORS

WINDOW SOLUTIONS

ROLL UP DOORS

PREFINISHED STEEL  
DOOR FRAMES

Trusted Partners 

SOURCED PRODUCTS
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INCOMPARABLE STEEL DOOR FRAME
SYSTEMS FROM THE LEADER
QUALITY. Assured by Timely’s nearly 46 
trendsetting years in the field.

VERSATILITY. 4 Casing design options, 
7 Standard colors and 30 Custom colors. 

SAFETY. Full 90-minute fire rating available.

STRENGTH & BEAUTY. Sturdy full perimeter 
anchoring plus matching Borrowed Lights 
and Sidelights.

INCOMPARABLE STEEL DOOR FRAME
SYSTEMS FROM THE LEADER
QUALITY. Assured by Timely’s nearly 46 
trendsetting years in the field.

VERSATILITY. 4 Casing design options, 
7 Standard colors and 30 Custom colors. 

SAFETY. Full 90-minute fire rating available.

STRENGTH & BEAUTY. Sturdy full perimeter 
anchoring plus matching Borrowed Lights 
and Sidelights.

Sourced Products

STEEL FRAMES
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Timely frames are
frequently specified for

apartment communities.

The Timely touch
enhances major
office buildings
across the country.

Timely is the 
architect’s choice for 
Class A projects.

A WIDER-THAN-EVER CHOICE OF COLORS

HIGH PERFORMANCE FEATURESPROOF BY COMPARISON:
TIMELY IS NUMBER 1

www.timelyframes.com

1.

7.

8.

2.

The total opening concept from Timely 
incorporates unique features, adding up to 
economical, attractive and stronger door 
installations.

1. Casing Corner Connector holds mitered
corners tight. MiterGard™ featured on TA-8
casings.

2. Adjustable Strike permits full 1/4"
adjustment, assures positive, rattle-free fit.

3. Full Width Aligning Tabs correctly align
uprights and header.

4. Pre-punched Fastener Holes mean easier
fastening.

5. Individually Attached Casing Clips assure
a snug casing fit that follows the irregularity
of walls.

6. Alignment Slot oval punch-outs allow visual
check of frame spacing and adjustment during
installation.

7. Hinge Reinforcement Plates are pierced 
instead of drilled resulting in over 40% more  
thread depth than Grade 1 Hollow Metal frames.

8. TA-10, TA-12, TA-25 Reinforcement Brackets
are one of many reinforcements for door 
guards, closers and other hardware applications.
Reversible Hardware Locations mean no 
handingin 6'8" heights.

Start with Timely’s fastening system. It gives
these prefinished steel frames a door holding
capability that equals or surpasses a 16 gauge
one-piece hollow metal frame. This super
strong full-perimeter fastening system, complete 
with accessories, is available in 18 or 20 gauge 
hot dipped galvanized steel (GalXC™). Installation 
is easy, due to a patented casing clip system.

Timely prefinished door frames with
applied-after casings are also considerably
more versatile than hollow metal frames. With
Timely, the most specialized design criteria are
met by a wide selection of “snap-lock” trims in
aluminum, stainless steel, steel and wood
(wood trims supplied by others) which can be
easily fastened to the basic steel frame. Timely
also fulfills requirements for lead-lined,
fire-resistant aluminum, steel adjustable or
pocket door frames.

When it comes to economy, Timely surpasses
hollow metal frames too. Because Timely
frames are prefinished, they can be installed
after the walls are painted eliminating the 
hazards associated with job-site painting, 
which can result in costly spills, poor 
touch-ups and disruption of work schedules. Our new GalXC™ material is now standard for all 

Timely door frames raising the quality and 
performance properties to the highest level at an 
exceptional value. GalXC is a Hot Dipped Galvanized 
product that provides superior corrosion resistance 
in the harshest environments while balancing 
outstanding surface, gauge, and shape quality.

Timely offers maximum savings in both labor
and materials. The frames are adaptable to
many different wall sizes and conditions and
sleeve over the wall after the wall is finished.
Installation can be accomplished in under
15 minutes.

Timely prefinished steel door frames have the
flexibility to go wherever your imagination takes
you in color coordination and interior design.

For unmatched quality and performance, look
to the proven leader—Timely.

WINTER WHITE (CC105)NAVAJO WHITE (CC104) WHITE WHITE (CC301)

WHITE SMOKE (CC302) BONE CHINA (CC303) DESIGNER WHITE (CC304) SNOW WHITE (CC311)BROWNTONE (SC101)

CHARCOAL (CC401) CAPE COD GRAY (CC402) NEUTRAL GRAY (CC403) NICKEL (CC404)AUTUMN BROWN (SC102)

DRIFTWOOD (CC501) SANDY BEACH (CC502) CAMEO BEIGE (CC503) THUNDER (CC511)BLACK (SC103)

BLACK BEAN (CC611) BROWN SUGAR (CC601)URBAN BRONZE (CC612) COCOA (CC602)STONE GRAY (SC106)

DOESKIN (CC603) HARVEST MOON (CC604) CORDOVAN (CC701) RUBY RED (CC702)WESTERN WHITE (SC107)

PACIFIC BLUE (CC801) TWILIGHT (CC802) JADE (CC901) KENTUCKY GRASS (CC902)ALUMATONE (SC108)

BLACK NICKEL (CC905)OCEAN SPRAY (CC811) MALIBU GREEN (CC904)PRIMER (SC109)

430 BRIGHT STAINLESS STEEL (ES204) 304 #4 BRUSHED STAINLESS STEEL (ES206)

Custom color matching also available.  Submit color chip.  Consult factory for pricing. 

Colors shown may vary slightly.

ELIGHT SERIES

STANDARD
FINISHES

PRE-MATCHED 
CUSTOM 
FINISHES

4. 5. 6.

TA-12 TA-25TA-10

3.

A high performance Polyurethane coating is applied 
that provides excellent film hardness, abrasion 
resistance, corrosion and chemical resistance. 
Additional benefits are the superior color stability, 
chalk resistance, and gloss retention qualities.

Sourced Products

STEEL FRAMES
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Sourced Products

STEEL FRAMES

NEW WORLDS OF DOOR 
FRAME DESIGN OPTIONS

TA-30TA-8 TIMELY DELIVERS UNSURPASSED
QUALITY WHEREVER IT’S NEEDED 

WALL SIZEMAXIMUM 
OPENING SIZE

WIDTH        HEIGHT      MIN  MAX
FRAME 
SERIES

4/0
4/0

10/0
9/0

33/8"
33/8"

13"
13"

C
S,C,M,A,**E

4/0 9/0 33/8" 13" S,C,M,A,**E

20 MIN.*
45 MIN. “C” LABEL
90 MIN. “B” LABEL

SINGLE SWING FRAMES

WALL SIZEMAXIMUM 
OPENING SIZE

WIDTH        HEIGHT      MIN  MAX
FRAME 
SERIES

4/0
4/0

5/0
5/0

33/4"
33/4"

13"
13"

S,C,E
C

45 MIN. “C” LABEL
90 MIN. “B” LABEL

FULL BOUND WITH DOOR

WALL SIZEMAXIMUM 
OPENING SIZE

WIDTH        HEIGHT      MIN  MAX
FRAME 
SERIES

8/0
8/0

9/0
9/0

33/8"
33/8"

13"
13"

S,M,C,E
S,M,C,E

20 MIN.
45 MIN. “C” LABEL
90 MIN. “B” LABEL

PAIR FRAMES

For 20 Min. Pair. use C Label Requirements

WALL SIZEMAXIMUM 
OPENING SIZE

WIDTH        HEIGHT      MIN  MAX
FRAME 
SERIES

6/0
6/0

8/0
8/0

33/4"
33/4"

91/8"
91/8"

A
A

45 MIN. “C” LABEL
90 MIN. “B” LABEL

ADJUSTABLE FRAMES

SIDELIGHT, BORROWED LIGHT AND GLAZED 
TRANSOMS “S” or “C” GAUGE.

Wood Casing permitted on sidelights or borrowed lights for 20 Min. 
without vertical or horizontal mullions in glass area.

Do not exceed maximum assembly size.
*Most building codes limit glass area to 1,296 sq. in.

Do not exceed 1,296 sq. in. without verifying with
local code authorities prior to specifiying or ordering

**Must be caulked using 100% Pure Silcone Sealant.

***Must use Firelight® glazing and install in a 5/8" wide glazing 
recess with 100% Pure Silcone Sealant.

TIMELY SIDELIGHTS AND
BORROWED LIGHTS

www.timelyframes.comPositive pressure testing available.

3/4         45 MIN           36"             54"    3 3/8"  13"       1296 SQ IN

GLASS
STOP
SIZE

EZIS LLAWGNITAR MAX ASSEMBLEY SIZE
10'-1"W  X 10'-1" H

GLASS
STOP
SIZE

RATING MAX ASSEMBLEY SIZE MULLIONS NOT PERMITTED
WALL SIZE

WIDTH        HEIGHT      MIN  MAX

WIDTH        HEIGHT      MIN  MAX

1/2         45 MIN           24"            107"    3 3/8"   13"     *2568 SQ IN
**1/2      45 MIN           36"             54"    3 3/8"   13"       1296 SQ IN

1/2      20 MIN          36"             36"    3 3/8"   13"       1296 SQ IN

NO STOP

MAX
GLASS 
AREA

MAX GLASS 
AREA

***1/2      60 MIN          36"             36"    3 3/8"   13"       1296 SQ IN

CODE ACCEPTABILITY, CERTIFICATION

*Negative pressure only
**Maximum openings over 4/0 x 8/0.

The Timely frame system offers the advantages
of a patented, sustained-tension clip which holds
the casing securely to the wall creating tight
miters. This system permits the use of the
following 4 versatile casing profiles and a choice
of wood trims supplied by others:

TA-8 Standard Steel Casing, widely admired for
its classic profile, enhances any home or office
setting.

TA-30 Colonial Steel Casing adds that special
warmth which distinguishes quality-built assisted
living, hotels and motels, offices, apartments and
homes. New TA-31N corner piece also featured.

TA-28 Aluminum Casing is a full width aluminum
casing without a reveal offering the advantages
of a steel door frame.

TA-23 Aluminum Casing displays the crisp
lines of an aluminum trim, while providing the
economy and strength of steel.

Adjustable Frame
For walls with varying thicknesses. Timely’s 
slide guide system allows its Adjustable frame 
to accommodate any wall thickness from 3 3/4" 
to 9 1/8" with only 3 closure strips. It can be 
prehung or used as a standard drywall frame.

GENERAL INFORMATION
All ratings are usable for steel
stud, wood stud, or masonry
construction (steel subbuck).

Wood or aluminum casing does
not affect ratings.

Single frames not prepared
for strikes must use TA-12 rim
panic strike reinforcement.

Fire ratings not approved for
deadbolt strike only.

Reinforcements are required
when using door closers to
maintain fire ratings.

Fire ratings not approved for
1 3/8" frames.

All ratings approved for
category “A” and “B” doors with
category “G” edge sealing.

The beauty and economy of the Timely frame sideLIGHT
and borrowed light system are available to meet most
glazed opening requirements. And because they’re
prefinished, they can be applied over finished walls.
As a result, costly time delays and special fabrication
are avoided.

TA28 TA23

Timely prefinished door frames can be attached to 
virtually any construction material including Wood Stud, 
Steel Stud and Drywall.

• Wood Stud/Stucco/Drywall  • Wood Stud/Brick/Drywall

• Steel Stud & Drywall            • Masonry/Sub-buck

• (Adjustable Frame) Wood Stud/Drywall/Sound Board

• Traditional Wood Stud/Drywall

In most common wall construction, the job involves 
sleeving the frame over the wall, hanging the premachined 
door, fastening the frame and snapping on the casing. 
In addition to fast positioning, Timely frames provide 
accurate fit.   

Adjustable 
Frame
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www.timelyframes.com

Sourced Products

STEEL FRAMES
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Sourced Products

WOOD DOORS

FEATURES

Performance 

•	 1 33⁄44" Solid core pre-finished embossed veneer finish
•	 Standard size 3’ x 6’8" x 1 33⁄44"
•	 Handed 
•	 20 Minute fire rated - solid core doors
•	 Beveled lock edge
•	 Standard lock prep for 2 33⁄44" backset cylindrical lock
•	 Standard hinge prep for 3 hinges, 4 11⁄22" square, standard weight hinges

Warranty •	 5 Year

FLUSHED WOOD COMPOSITE DOORS 
HOLLOW AND SOLID CORE  
Tell Manufacturing sources a variety of quality wood doors, including a prefinished door with an oak, walnut or birch veneer. This flush 
wood interior door has embossed woodgrain detail. Solid core for reducing sound transfer between room and/or meeting fire ratings. 

BIRCH NATURALIMPERIAL OAK WALNUT
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Sourced Products

WOOD DOORS

Model Item  # Description
Door 
Size

Finish Handing
Hinge 
Prep

Door 
Thickness

Interior Wood Doors
HOLLOW CORE

      

WD100285 DR 3068 134 F HC TM LH WALNUT - TIMELY PREP 3068 WALNUT LEFT 4 1/2" 1 3/4"

WD100284 DR 3068 134 F HC TM RH WALNUT - TIMELY PREP 3068 WALNUT RIGHT 4 1/2" 1 3/4"

WD100073 DR 3068 134 F HC TM LH IMPERIAL OAK - TIMELY 3 4-1/2" HINGES 161 LOCK PREP 3068 OAK LEFT 4 1/2" 1 3/4"

WD100068 DR 3068 134 F HC TM RH IMPERIAL OAK - TIMELY 3 4-1/2" HINGES 161 LOCK PREP 3068 OAK RIGHT 4 1/2" 1 3/4"

WD100503 DR 3068 138 F HC TM NH 235 WALNUT RC NH = NON-HANDED TIMELY REV 3068 WALNUT NON-HANDED 3 1/2" 1 3/8"

NOTE: PALLET QUANTITY OF 40 FOR HOLLOW CORE DOORS

SOLID CORE – 20 MIN  
FIRE RATED
      

WD100678 DR 3068 134 F TM LH WALNUT 20 MIN 4 PLY - TIMELY PREP 3068 WALNUT LEFT 4 1/2" 1 3/4"

WD100677 DR 3068 134 F TM RH WALNUT 20 MIN 4 PLY - TIMELY PREP 3068 WALNUT RIGHT 4 1/2" 1 3/4"

WD100015 DR 3068 134 F TM LH IMPERIAL OAK 20 MIN. - 161 & TIMELY PREP 3068 OAK LEFT 4 1/2" 1 3/4"

WD100014 DR 3068 134 F TM RH IMPERIAL OAK 20 MIN. - 161 & TIMELY PREP 3068 OAK RIGHT 4 1/2" 1 3/4"

PAINT GRADE NATURAL BIRCH MACHINED

WD100694 3068 BIRCH NATURAL NH PAINT GRADE 20 MIN STEELCRAFT HINGE PREP 3068 BIRCH NON-HANDED 4 1/2" 1 3/4"

WD100084 3070 BIRCH NATURAL RH PAINT GRADE 20 MIN STEELCRAFT HINGE PREP 3070 BIRCH RIGHT 4 1/2" 1 3/4"

WD100085 3070 BIRCH NATURAL LH PAINT GRADE 20 MIN STEELCRAFT HINGE PREP 3070 BIRCH LEFT 4 1/2" 1 3/4"
NOTE: �PALLET QUANTITY OF 20 FOR SOLID CORE OAK AND WALNUT DOORS.  

PALLET QUANTITY OF 25 FOR BIRCH SLAB DOORS.

Solid Core –  
Slab

WD100094 3068 BIRCH SLAB NATURAL PAINT GRADE 3068 BIRCH NON-HANDED NONE 1 3/4"

WD100348 3070 BIRCH SLAB NATURAL PAINT GRADE 3070 BIRCH NON-HANDED NONE 1 3/4"

Interior Door Packages
Doors and Frames

WD300001 Interior Door Package HC 138 Door, and  4" Fixed Browntone Frame - 3 1/2" hinges 3068 WALNUT — 3 1/2" 1 3/8"

WD300002 Interior Door Package HC 138 Door, and 4.5" Fixed Browntone Frame - 3 1/2" hinges 3068 WALNUT — 3 1/2" 1 3/8"

AUTHORIZED DISTRIBUTOR FOR WOOD DOOR MANUFACTURING: HALEY BROS. AND FIVE LAKES    |    ALTERNATE SIZES & FINISHES AVAILABLE, CALL CUSTOMER SERVICE    |   CFP = CALL FOR PRICING
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Sourced Products

ROLL UP DOORS
MANUFACTURED BY

Performance Counts
When it comes to performance, Trac-Rite's model 944 delivers. With a wind rating of over 160 mph 
on 9' wide openings, these are seriously strong doors. The doors are packed with features for long 
life such as the EP3 coated spring, which resists rust and requires no lubrication. An easy to use 
ratcheting tension wheel at each spring makes it easy to adjust spring tension, and extra wide felt 
strips on the back of the door provide smooth operation for decades. For even more demanding 
environments, the door is available in a smooth operating windlock version (944WL).

Designed for both interior and exterior applications, Trac-Rite's model 944 is ideally suited to self-
storage, yard barn and many more applications. The pre-installed Spacegaurd latch accepts two 
padlocks and an optional cylinder lock. The doors are available in wide variety of standard colors 
all at one great price. Trac-Rite doors are manufactured in the United States in a modern, highly 
automated facility. Our advanced manufacturing techniques provide consistent quality with a high 
degree of efficiency. 

Trac-Rite takes customer service seriously. We are 100% employee-owned. Every employee has a 
vested interest in serving our customers. Whether you are interacting with one of our resellers or 
directly with us, you'll receive prompt responses and knowledgeable assistance.

The SpaceGuard latch 
design resists wrenching 
and prying for superior 
security and safety. An 
additional safeguard is the 
anti-padlock open feature. 
Accommodates Trac-Rite’s 
optional SpaceGuard 
cylinder lock for over-
locking capability.

12-gauge, zinc-coated 
door stops are mounted 
to brackets for increased 
strength. 18-gauge, zinc-
coated steel guides with 
polypropylene runners 
allow doors to glide 
smoothly. 

No maintenance EP3 helical 
torsion high performance 
springs are coated for 
increased life. Felt tape 
located at each spiral drum 
allows the door to operate 
and coil with ease. 

Sturdy galvalume bottom 
assembly is fitted with the 
Seal-Rite bulb and blade 
astragal for a protective 
weather seal. Zinc-plated 
exterior handle and molded 
plastic pull rope handle 
provide effortless opening 
and closing of the door.

Rugged dual, die-cast 
spring tensioner provides 
easy, precise adjustment of 
door operation. 

Colors vary from actual panel material. Please request a steel color sample for precise shade at 800.448.8979

ROLL UP DOORS

944 

UB YellowBright White

Royal BluePolar BlueEvergreen

Sunset Orange

Lime GreenCedar RedGarnetPatriot Red

Iced White Desert Tan Light Stone Ash Gray Shale

Matte BlackCrimson Red

Continental 
Brown

Burnished 
Slate

Silhouette
Gray

Wasabi Green TealFern Green

Dark Charcoal 
Grey

Features
Custom Sizes
Easy Installation
No Maintenance Springs
Minimal Back Room 
Requirements
Wind Rated
Rust Resistant

Smooth, Quiet Operation
Strong, Durable 
Materials
30/25 Yr Paint
3 Yr Material/
Craftsmanship
10 Yr Spring Warranties ROLL UP DOORS

PERFORMANCE • VALUE • SERVICE

944 & 944WL 
ROLL UP DOORS

SELF-STORAGE/RESIDENTIAL

COMMERCIAL DOORS & HARDWARE   |   800.433.4047   |   tellmfg.com

Step 3: Minimum Door Coil 

DOOR CURTAIN ASSEMBLY

AXLE PIPE

LIVE AXLE ASSEMBLY

DRUM (521220)

LH SPRING (BLUE)
TENSION ADJUSTMENT

WHEEL (506608)

BRACKET /PR (502465)

OPTIONAL DRAFT STOP (502520)

OPTIONAL
SPACEGUARD CYLINDER LOCK

SPACEGUARD LATCH (502652)

LH DOOR GUIDE

EXTERIOR HANDLE (502589)

BOTTOM ASSEMBLY

KEEPER (502592)

PULL ROPE HANDLE (502585)

OPTIONAL CURTAIN
WINDLOCKS (527405)

DOOR TOP STOP (502594)

WARNING
LABEL (506604)

WEAR GUARD (502935)

WEAR GUARD (502936)

RH SPRING

RH DOOR GUIDE

Step 1: Measure Rough Opening

Mounting Surface & Door Clearance Requirements

© Trac-Rite   2293.mkt.0224

Measure the following areas to design a 944 or 944WL door.

Measure the rough opening 
that the door will cover. 
Measure the inside jamb-to- 
jamb width of the opening 
(A), and measure the sill to 
header height of the opening 
(B). Provide the size in 1" 
increments with the width first 
and the height second. 

Door sizes: 
Model 944 = 3'W - 12'W x 2'10"H - 12'H
Model 944WL = 8'W - 12'W x 3'H - 12'H

The door coils into 
a roll above opening 
when in the raised, 
open position. Measure 
to ensure there is 
adequate clearance 
for the coil per the 
following chart. 

Specifications
DESIGN TYPE  Live axle: door axle rotates  
in bracket bearing during operation. 

DRUMS  Stamped, continuously welded at the 
hub. 9-5/8" diameter spiral x 1-1/4" wide.  
18-gauge, galvanized steel. Two drums with  
doors up to 5' wide, three drums with doors  
over 5' wide. Prevents panels from bowing. 

SPRINGS  EP3 springs are helical torsion, oil 
tempered, and coated to halt corrosion. One spring 
for doors 5' wide and smaller, two springs for 
doors wider than 5’. 

TENSIONING SYSTEM  Springs come with a 
coated cast steel tension wheel for ease of 
adjusting tension. 

AXLE  1-5/16" outside diameter, high-yield  
structural steel tubing. 

CURTAIN  Roll-formed sections, factory-seamed 
from 26-gauge, Grade 80 galvanized steel. 
Siliconized polyester finish in sixteen  
standard colors. Full-length 2" felt tape 
located at each drum. 

BOTTOM ASSEMBLY  Seal-Rite pliable bulb and 
blade astragal integrated into galvalume bottom 
bar with stiffening angle. 

BRACKETS  14-gauge, cold-formed, zinc-coated 
steel. Grease-packed ball bearings are factory 
installed in the bracket. 

944 GUIDES  18-gauge, zinc-coated, 1-1/2" deep. 
Featuring polypropylene guide runners with 
pre-bent tabs. 

944WL GUIDES  Features black nylon 6/6 biscuit 
secured to door with two stainless steel 3/16" rivets.

EXTERIOR SPACEGUARD LATCH   
Rust-resistant cast zinc alloy with black nickel 
finish. Latch bar, embossed for strength, is 
compatible with magnetic security systems. 
Designed to accommodate two padlocks up to 
7/16" shank. Accommodates Trac-Rite’s optional 
SpaceGuard cylinder lock for easy 
over-locking. 

MOUNTING FASTENERS  Steel or wood  
fasteners included. For masonry openings,  
mounting clips and anchoring system are sold 
separately.

DOOR STOP  12-gauge, zinc-coated stops  
mount to brackets for increased strength  
and ease of installation. 

EXTERIOR HANDLE  Zinc-plated outside handle 
secured to bottom assembly with stainless steel 
bolts. Two handles for doors 6' and wider.

PULL ROPE HANDLE  Molded plastic rope  
handle with long-lasting rope.

Product specifications are subject to change 
without notice. 

Step 2: Mounting Surface Areas
The door will mount inside and 
above the rough opening, and 
will overlap the back sides of the 
opening. It will not fit within the 
rough opening. The surfaces that 
the door brackets and side guides 
mount to must be flush with each 
other. 

Floor offset  
recommended to  

prevent water migration.

B
A E E

C

D D

C

Minimum Mounting 
 Surface Areas for

Model 944WL
              3" 
           7 1/2" 

 2" (4" masonry jambs) 

Minimum Mounting
Surface Areas for

Brackets Model 944
C = Width 4" 
D = Height 7 1/2" 
Guides
E = Width  2" (4" masonry) 

Wind Load Ratings
Tested and certified by an independent lab.

944WL PSF / MPH
n/a
n/a
n/a

-42.0 / 232
-38.8 / 224
-37.3 / 220
-32.0 / 204
-29.1 / 195
-26.7 / 188

944 PSF / MPH
-56.0 / 264
-33.0 / 204
-28.3 / 190
-24.8 / 179
-22.8 / 172
-22.0 / 169
-17.6 / 152
-16.0 / 145
-12.0 / 126

Door Width 
5'0"
6'0"
7'0"
8'0"
8'8"
9'0"

10'0"
11'0"
12"

*MPH rating represents 
wind speed per the 
International Building Code 
(IBC), Exposure B. Actual 
allowable wind speed may 
vary based on actual site 
conditions and application.  

Minimum Clearance Requirements
F = Back Room                 Model 944 = 18" / Model 944WL = 19" 
G = Head Room                Model 944 & 944WL = 15" (16" for  

             doors 7'1" to 10'4", 18" for 10'5" to 12')
H = Side Room                 Model 944 = 4" up to 11' W, 5" above 

Model 944WL = 5" 
H = Chain Hoist                Model 944 & 944WL = 9"
Insulated doors require additional 1" of back room and head room.

For more information
PHONE 800.448.8979
FAX 800.236.8722
WEBSITE www.tracrite.com
EMAIL tr@tracrite.com 
ADDRESS 314 Wilburn Road

Sun Prairie, WI 53590

ROLL UP DOORS

944 
944 & 944WL 
ROLL UP DOORS

Exposure based on Category B.

MANUFACTURED BY

Performance Counts
When it comes to performance, Trac-Rite's model 944 delivers. With a wind rating of over 160 mph 
on 9' wide openings, these are seriously strong doors. The doors are packed with features for long 
life such as the EP3 coated spring, which resists rust and requires no lubrication. An easy to use 
ratcheting tension wheel at each spring makes it easy to adjust spring tension, and extra wide felt 
strips on the back of the door provide smooth operation for decades. For even more demanding 
environments, the door is available in a smooth operating windlock version (944WL).

Designed for both interior and exterior applications, Trac-Rite's model 944 is ideally suited to self-
storage, yard barn and many more applications. The pre-installed Spacegaurd latch accepts two 
padlocks and an optional cylinder lock. The doors are available in wide variety of standard colors 
all at one great price. Trac-Rite doors are manufactured in the United States in a modern, highly 
automated facility. Our advanced manufacturing techniques provide consistent quality with a high 
degree of efficiency. 

Trac-Rite takes customer service seriously. We are 100% employee-owned. Every employee has a 
vested interest in serving our customers. Whether you are interacting with one of our resellers or 
directly with us, you'll receive prompt responses and knowledgeable assistance.

The SpaceGuard latch 
design resists wrenching 
and prying for superior 
security and safety. An 
additional safeguard is the 
anti-padlock open feature. 
Accommodates Trac-Rite’s 
optional SpaceGuard 
cylinder lock for over-
locking capability.

12-gauge, zinc-coated 
door stops are mounted 
to brackets for increased 
strength. 18-gauge, zinc-
coated steel guides with 
polypropylene runners 
allow doors to glide 
smoothly. 

No maintenance EP3 helical 
torsion high performance 
springs are coated for 
increased life. Felt tape 
located at each spiral drum 
allows the door to operate 
and coil with ease. 

Sturdy galvalume bottom 
assembly is fitted with the 
Seal-Rite bulb and blade 
astragal for a protective 
weather seal. Zinc-plated 
exterior handle and molded 
plastic pull rope handle 
provide effortless opening 
and closing of the door.

Rugged dual, die-cast 
spring tensioner provides 
easy, precise adjustment of 
door operation. 

Colors vary from actual panel material. Please request a steel color sample for precise shade at 800.448.8979

ROLL UP DOORS

944 

UB YellowBright White

Royal BluePolar BlueEvergreen

Sunset Orange

Lime GreenCedar RedGarnetPatriot Red

Iced White Desert Tan Light Stone Ash Gray Shale

Matte BlackCrimson Red

Continental 
Brown

Burnished 
Slate

Silhouette
Gray

Wasabi Green TealFern Green

Dark Charcoal 
Grey

Features
Custom Sizes
Easy Installation
No Maintenance Springs
Minimal Back Room 
Requirements
Wind Rated
Rust Resistant

Smooth, Quiet Operation
Strong, Durable 
Materials
30/25 Yr Paint
3 Yr Material/
Craftsmanship
10 Yr Spring Warranties ROLL UP DOORS

PERFORMANCE • VALUE • SERVICE

944 & 944WL 
ROLL UP DOORS

SELF-STORAGE/RESIDENTIAL

COMMERCIAL DOORS & HARDWARE   |   800.433.4047   |   tellmfg.com

Step 3: Minimum Door Coil 

DOOR CURTAIN ASSEMBLY

AXLE PIPE

LIVE AXLE ASSEMBLY

DRUM (521220)

LH SPRING (BLUE)
TENSION ADJUSTMENT

WHEEL (506608)

BRACKET /PR (502465)

OPTIONAL DRAFT STOP (502520)

OPTIONAL
SPACEGUARD CYLINDER LOCK

SPACEGUARD LATCH (502652)

LH DOOR GUIDE

EXTERIOR HANDLE (502589)

BOTTOM ASSEMBLY

KEEPER (502592)

PULL ROPE HANDLE (502585)

OPTIONAL CURTAIN
WINDLOCKS (527405)

DOOR TOP STOP (502594)

WARNING
LABEL (506604)

WEAR GUARD (502935)

WEAR GUARD (502936)

RH SPRING

RH DOOR GUIDE

Step 1: Measure Rough Opening

Mounting Surface & Door Clearance Requirements

© Trac-Rite   2293.mkt.0224

Measure the following areas to design a 944 or 944WL door.

Measure the rough opening 
that the door will cover. 
Measure the inside jamb-to- 
jamb width of the opening 
(A), and measure the sill to 
header height of the opening 
(B). Provide the size in 1" 
increments with the width first 
and the height second. 

Door sizes: 
Model 944 = 3'W - 12'W x 2'10"H - 12'H
Model 944WL = 8'W - 12'W x 3'H - 12'H

The door coils into 
a roll above opening 
when in the raised, 
open position. Measure 
to ensure there is 
adequate clearance 
for the coil per the 
following chart. 

Specifications
DESIGN TYPE  Live axle: door axle rotates  
in bracket bearing during operation. 

DRUMS  Stamped, continuously welded at the 
hub. 9-5/8" diameter spiral x 1-1/4" wide.  
18-gauge, galvanized steel. Two drums with  
doors up to 5' wide, three drums with doors  
over 5' wide. Prevents panels from bowing. 

SPRINGS  EP3 springs are helical torsion, oil 
tempered, and coated to halt corrosion. One spring 
for doors 5' wide and smaller, two springs for 
doors wider than 5’. 

TENSIONING SYSTEM  Springs come with a 
coated cast steel tension wheel for ease of 
adjusting tension. 

AXLE  1-5/16" outside diameter, high-yield  
structural steel tubing. 

CURTAIN  Roll-formed sections, factory-seamed 
from 26-gauge, Grade 80 galvanized steel. 
Siliconized polyester finish in sixteen  
standard colors. Full-length 2" felt tape 
located at each drum. 

BOTTOM ASSEMBLY  Seal-Rite pliable bulb and 
blade astragal integrated into galvalume bottom 
bar with stiffening angle. 

BRACKETS  14-gauge, cold-formed, zinc-coated 
steel. Grease-packed ball bearings are factory 
installed in the bracket. 

944 GUIDES  18-gauge, zinc-coated, 1-1/2" deep. 
Featuring polypropylene guide runners with 
pre-bent tabs. 

944WL GUIDES  Features black nylon 6/6 biscuit 
secured to door with two stainless steel 3/16" rivets.

EXTERIOR SPACEGUARD LATCH   
Rust-resistant cast zinc alloy with black nickel 
finish. Latch bar, embossed for strength, is 
compatible with magnetic security systems. 
Designed to accommodate two padlocks up to 
7/16" shank. Accommodates Trac-Rite’s optional 
SpaceGuard cylinder lock for easy 
over-locking. 

MOUNTING FASTENERS  Steel or wood  
fasteners included. For masonry openings,  
mounting clips and anchoring system are sold 
separately.

DOOR STOP  12-gauge, zinc-coated stops  
mount to brackets for increased strength  
and ease of installation. 

EXTERIOR HANDLE  Zinc-plated outside handle 
secured to bottom assembly with stainless steel 
bolts. Two handles for doors 6' and wider.

PULL ROPE HANDLE  Molded plastic rope  
handle with long-lasting rope.

Product specifications are subject to change 
without notice. 

Step 2: Mounting Surface Areas
The door will mount inside and 
above the rough opening, and 
will overlap the back sides of the 
opening. It will not fit within the 
rough opening. The surfaces that 
the door brackets and side guides 
mount to must be flush with each 
other. 

Floor offset  
recommended to  

prevent water migration.

B
A E E

C

D D

C

Minimum Mounting 
 Surface Areas for

Model 944WL
              3" 
           7 1/2" 

 2" (4" masonry jambs) 

Minimum Mounting
Surface Areas for

Brackets Model 944
C = Width 4" 
D = Height 7 1/2" 
Guides
E = Width  2" (4" masonry) 

Wind Load Ratings
Tested and certified by an independent lab.

944WL PSF / MPH
n/a
n/a
n/a

-42.0 / 232
-38.8 / 224
-37.3 / 220
-32.0 / 204
-29.1 / 195
-26.7 / 188

944 PSF / MPH
-56.0 / 264
-33.0 / 204
-28.3 / 190
-24.8 / 179
-22.8 / 172
-22.0 / 169
-17.6 / 152
-16.0 / 145
-12.0 / 126

Door Width 
5'0"
6'0"
7'0"
8'0"
8'8"
9'0"

10'0"
11'0"
12"

*MPH rating represents 
wind speed per the 
International Building Code 
(IBC), Exposure B. Actual 
allowable wind speed may 
vary based on actual site 
conditions and application.  

Minimum Clearance Requirements
F = Back Room                 Model 944 = 18" / Model 944WL = 19" 
G = Head Room                Model 944 & 944WL = 15" (16" for  

             doors 7'1" to 10'4", 18" for 10'5" to 12')
H = Side Room                 Model 944 = 4" up to 11' W, 5" above 

Model 944WL = 5" 
H = Chain Hoist                Model 944 & 944WL = 9"
Insulated doors require additional 1" of back room and head room.

For more information
PHONE 800.448.8979
FAX 800.236.8722
WEBSITE www.tracrite.com
EMAIL tr@tracrite.com 
ADDRESS 314 Wilburn Road

Sun Prairie, WI 53590

ROLL UP DOORS

944 
944 & 944WL 
ROLL UP DOORS

Exposure based on Category B.

MANUFACTURED BY
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ROLL UP DOORS

Step 3: Minimum Door Coil 

DOOR CURTAIN ASSEMBLY

AXLE PIPE

LIVE AXLE ASSEMBLY

DRUM (521220)

LH SPRING (BLUE)
TENSION ADJUSTMENT

 WHEEL (506608)

BRACKET /PR (502465)

OPTIONAL DRAFT STOP (502520)

OPTIONAL
SPACEGUARD CYLINDER LOCK

SPACEGUARD LATCH (502652)

LH DOOR GUIDE

EXTERIOR HANDLE (502589)

BOTTOM ASSEMBLY

KEEPER (502592)

PULL ROPE HANDLE (502585)

OPTIONAL CURTAIN
WINDLOCKS (527405)

DOOR TOP STOP (502594)

WARNING
LABEL (506604)

WEAR GUARD (502935)

WEAR GUARD (502936)

RH SPRING

RH DOOR GUIDE

Step 1: Measure Rough Opening

Mounting Surface & Door Clearance Requirements

© Trac-Rite   2293.mkt.0224

Measure the following areas to design a 944 or 944WL door.

Measure the rough opening 
that the door will cover. 
Measure the inside jamb-to- 
jamb width of the opening 
(A), and measure the sill to 
header height of the opening 
(B). Provide the size in 1" 
increments with the width first 
and the height second. 

Door sizes: 
Model 944 = 3'W - 12'W x 2'10"H - 12'H
Model 944WL = 8'W - 12'W x 3'H - 12'H

The door coils into 
a roll above opening 
when in the raised, 
open position. Measure 
to ensure there is 
adequate clearance 
for the coil per the 
following chart. 

Specifications
DESIGN TYPE  Live axle: door axle rotates  
in bracket bearing during operation. 

DRUMS  Stamped, continuously welded at the 
hub. 9-5/8" diameter spiral x 1-1/4" wide.  
18-gauge, galvanized steel. Two drums with  
doors up to 5' wide, three drums with doors  
over 5' wide. Prevents panels from bowing. 

SPRINGS  EP3 springs are helical torsion, oil 
tempered, and coated to halt corrosion. One spring 
for doors 5' wide and smaller, two springs for 
doors wider than 5’. 

TENSIONING SYSTEM  Springs come with a 
coated cast steel tension wheel for ease of 
adjusting tension. 

AXLE  1-5/16" outside diameter, high-yield  
structural steel tubing. 

CURTAIN  Roll-formed sections, factory-seamed 
from 26-gauge, Grade 80 galvanized steel. 
Siliconized polyester finish in sixteen  
standard colors. Full-length 2" felt tape  
located at each drum. 

BOTTOM ASSEMBLY  Seal-Rite pliable bulb and 
blade astragal integrated into galvalume bottom 
bar with stiffening angle. 

BRACKETS  14-gauge, cold-formed, zinc-coated 
steel. Grease-packed ball bearings are factory 
installed in the bracket. 

944 GUIDES  18-gauge, zinc-coated, 1-1/2" deep. 
Featuring polypropylene guide runners with 
pre-bent tabs. 

944WL GUIDES  Features black nylon 6/6 biscuit 
secured to door with two stainless steel 3/16" rivets.

EXTERIOR SPACEGUARD LATCH   
Rust-resistant cast zinc alloy with black nickel 
finish. Latch bar, embossed for strength, is 
compatible with magnetic security systems. 
Designed to accommodate two padlocks up to 
7/16" shank. Accommodates Trac-Rite’s optional 
SpaceGuard cylinder lock for easy 
over-locking. 

MOUNTING FASTENERS  Steel or wood  
fasteners included. For masonry openings,  
mounting clips and anchoring system are sold 
separately.

DOOR STOP  12-gauge, zinc-coated stops  
mount to brackets for increased strength  
and ease of installation. 

EXTERIOR HANDLE  Zinc-plated outside handle 
secured to bottom assembly with stainless steel 
bolts. Two handles for doors 6' and wider.

PULL ROPE HANDLE  Molded plastic rope  
handle with long-lasting rope.

Product specifications are subject to change 
without notice. 

Step 2: Mounting Surface Areas
The door will mount inside and 
above the rough opening, and 
will overlap the back sides of the 
opening. It will not fit within the 
rough opening. The surfaces that 
the door brackets and side guides 
mount to must be flush with each 
other. 

Floor offset  
recommended to  

prevent water migration.

B
A E E

C

D D

C

   Minimum Mounting  
    Surface Areas for
      Model 944WL 
              3" 
           7 1/2" 

 2" (4" masonry jambs) 

 Minimum Mounting
 Surface Areas for
Brackets Model 944
C = Width 4" 
D = Height 7 1/2" 
Guides
E = Width  2" (4" masonry) 

Wind Load Ratings
Tested and certified by an independent lab.

944WL PSF / MPH
n/a
n/a
n/a

-42.0 / 232
-38.8 / 224
-37.3 / 220
-32.0 / 204
-29.1 / 195
-26.7 / 188

944 PSF / MPH
-56.0 / 264
-33.0 / 204
-28.3 / 190
-24.8 / 179
-22.8 / 172
-22.0 / 169
-17.6 / 152
-16.0 / 145
-12.0 / 126

Door Width  
5'0"
6'0"
7'0"
8'0"
8'8"
9'0"

10'0"
11'0"
12"

*MPH rating represents 
wind speed per the 
International Building Code 
(IBC), Exposure B. Actual 
allowable wind speed may 
vary based on actual site 
conditions and application.  

     Minimum Clearance Requirements
F = Back Room                 Model 944 = 18" / Model 944WL = 19" 
G = Head Room                Model 944 & 944WL = 15" (16" for  
                                       doors 7'1" to 10'4", 18" for 10'5" to 12')
H = Side Room                 Model 944 = 4" up to 11' W, 5" above   
  Model 944WL = 5"  
H = Chain Hoist                Model 944 & 944WL = 9"
Insulated doors require additional 1" of back room and head room.

For more information
 PHONE 800.448.8979
 FAX  800.236.8722
 WEBSITE www.tracrite.com
 EMAIL tr@tracrite.com  
 ADDRESS 314 Wilburn Road
  Sun Prairie, WI 53590

ROLL UP DOORS

944 
944 & 944WL 
ROLL UP DOORS

Exposure based on Category B.

FOR MORE INFORMATION CONTACT US:
1-800-433-4047

Tell.Sales@assaabloy.com
tellmfg.com



DF-35 COMMERCIAL DOORS & HARDWARE  |  800.433.4047  |  TELLMFG.COM

D
O

O
RS A

N
D

 FRA
M

ES
SPARTAN

VIKIN
G

TIO
G

A
TELSTAR

SO
U

R
C

ED
 PR

O
D

U
C

TS

 

Sourced Products

ROLL UP DOORS
MANUFACTURED BY

Dead-axle design with 
torque-tube assembly 
allows the door to  
operate with ease.

Chain hoist mounts 
directly to the axle for 
easy installation. 8:1 
reduced-drive allows for 
smooth operation.

Dual 12-gauge, zinc-coated 
interior steel latches slide 
into door guide brackets. 
Latches may also be 
padlocked for added 
security.

As wind blows against 
the 988WL, the curtain’s 
windlocks engage with the 
door guide for a strong 
interlocking grip. This grip 
keeps the curtain securely in 
the guide. 

Saddle with tensioner 
device makes adjusting the 
door tension easier, safer, 
and quicker than clamp and 
bracket designs.

Commercial Grade Performance
Trac-Rite's model 988 delivers performance day in and day out. In sizes up to 18' wide. Our 
model 988 door was designed to be the heavy-duty solution for large door openings. These 
doors are designed with features for long life such as the EP3 coated spring, which resists 
rust and requires no lubrication. An optional chain hoist system allows for effortless operation 
for larger door openings, and extra wide felt strips on the back of the door provide smooth 
operation for decades.

Our model 988 door was designed to be the heavy-duty solution for large door openings. 
The pre-installed SpaceGuard latch accepts two padlocks and an optional cylinder lock. 
The doors are available in wide variety of standard colors all at one great price. Our leading 
edge manufacturing techniques provide consistent quality with a high degree of efficiency. 

Trac-Rite takes customer service seriously. We are 100% employee-owned. Every employee has a 
vested interest in serving our customers. Whether you are interacting with one of our resellers or 
directly with us, you'll receive prompt responses and knowledgeable assistance.

988 
COMMERCIAL/INDUSTRIAL GRADE

ROLL UP DOORS

Features
Strong, Heavy-Duty 
Materials
Smooth, Quiet Operation
Custom Sizes
977WL Withstands 
Higher Wind Loads
Low Maintenance
Minimal Back Room 
Requirements

Commercial/Industrial 
Applications 
Motor Operator 
Applications
Rust Resistant
30/25 Yr Paint
3 Yr Material/
Craftsmanship
10 Yr Spring Warranties

Colors vary from actual panel material. Please request a steel color sample for precise shade at 800.448.8979

UB YellowBright White

Royal BluePolar BlueEvergreen

Sunset Orange

Lime GreenCedar RedGarnetPatriot Red

Iced White Desert Tan Light Stone Ash Gray Shale

Matte BlackCrimson Red

Continental 
Brown

Burnished 
Slate

Silhouette
Gray

Wasabi Green TealFern Green

Dark Charcoal 
Grey

988 & 988WL 
ROLL UP DOORS

PERFORMANCE • VALUE • SERVICE

Dead-axle design with 
torque-tube assembly 
allows the door to  
operate with ease.

Chain hoist mounts 
directly to the axle for 
easy installation. 8:1 
reduced-drive allows for 
smooth operation.

Dual 12-gauge, zinc-coated 
interior steel latches slide 
into door guide brackets. 
Latches may also be 
padlocked for added 
security.

As wind blows against 
the 988WL, the curtain’s 
windlocks engage with the 
door guide for a strong 
interlocking grip. This grip 
keeps the curtain securely in 
the guide. 

Saddle with tensioner 
device makes adjusting the 
door tension easier, safer, 
and quicker than clamp and 
bracket designs.

Commercial Grade Performance
Trac-Rite's model 988 delivers performance day in and day out. In sizes up to 18' wide. Our 
model 988 door was designed to be the heavy-duty solution for large door openings. These 
doors are designed with features for long life such as the EP3 coated spring, which resists 
rust and requires no lubrication. An optional chain hoist system allows for effortless operation 
for larger door openings, and extra wide felt strips on the back of the door provide smooth 
operation for decades.

Our model 988 door was designed to be the heavy-duty solution for large door openings. 
The pre-installed SpaceGuard latch accepts two padlocks and an optional cylinder lock. 
The doors are available in wide variety of standard colors all at one great price. Our leading 
edge manufacturing techniques provide consistent quality with a high degree of efficiency. 

Trac-Rite takes customer service seriously. We are 100% employee-owned. Every employee has a 
vested interest in serving our customers. Whether you are interacting with one of our resellers or 
directly with us, you'll receive prompt responses and knowledgeable assistance.

988 
COMMERCIAL/INDUSTRIAL GRADE

ROLL UP DOORS

Features
Strong, Heavy-Duty 
Materials
Smooth, Quiet Operation
Custom Sizes
977WL Withstands 
Higher Wind Loads
Low Maintenance
Minimal Back Room 
Requirements

Commercial/Industrial 
Applications 
Motor Operator 
Applications
Rust Resistant
30/25 Yr Paint
3 Yr Material/
Craftsmanship
10 Yr Spring Warranties

Colors vary from actual panel material. Please request a steel color sample for precise shade at 800.448.8979

UB YellowBright White

Royal BluePolar BlueEvergreen

Sunset Orange

Lime GreenCedar RedGarnetPatriot Red

Iced White Desert Tan Light Stone Ash Gray Shale

Matte BlackCrimson Red

Continental 
Brown

Burnished 
Slate

Silhouette
Gray

Wasabi Green TealFern Green

Dark Charcoal 
Grey

988 & 988WL 
ROLL UP DOORS

PERFORMANCE • VALUE • SERVICE

Floor offset  
recommended to  

prevent water migration.

Door Clearance

Framed Opening
Measure the framed opening.

FOR EXAMPLE:  If your framed opening is 14'6" wide and 
18'0" high, you would order a 14'6" x 16'0" (width first, 
height second) door.

The 988 and 988WL doors are available in custom sizes 
from 10'W x 8'H to 18'W x 188'H in 1" increments. 

A = Width  
____' ____"

B = Height  
____' ____"

Mounting Surfaces
Measure the mounting 
surface areas.  
NOTE:  All mounting 
surfaces must be flush.

Minimum Mounting  Your 
Surface Areas Measurement

Brackets
C = Width 5" ____' ____" 
D = Height 13" ____' ____"
Guides
E = Width 3" (5" masonry jambs) ____' ____"

Measure the door 
clearance. 
NOTE: Insulated  
doors require an  
additional 1" of  
back room and  
head room.

Minimum Clearance Your Measurement
F = Back Room 988 = 20"/ 988WL = 21" ____' ____"

G = Head Room 988 = 22"/ 988WL = 23" ____' ____"

H = Side Room 988/ 988WL = 8 1/4"  ____' ____"
(22" for motor operator)

Specifications
DESIGN TYPE  Dead-axle design with torque-tube 
assembly. Rotates on a fixed axle during operation. 

TORQUE-TUBE ASSEMBLY  Axle is high-yield 
structural tubing with 1-5/16" outside diameter. 
Drums are 12" diameter spiral x 1-1/2" wide, 
16-gauge, zinc-coated steel with grease-filled ball 
bearings mounted in the center of the drum to 
promote smooth operation. Springs are helical 
torsion, oil tempered, and factory lubricated to 
increase life cycle.  Axle, drums, and springs are 
enclosed in a 26-gauge galvanized spiral 
tube to provide even curtain support.

CURTAIN  Roll-formed sections, factory seamed 
from 26-gauge, Grade 80 galvanized steel. 
Siliconized polyester finish in 24 standard colors. 
Full-length 2" felt tape for smooth rolling and 
reduced marring.  

BOTTOM ASSEMBLY  Seal-Rite pliable bulb and 
blade astragal integrated into galvalume bottom bar 
with stiffening angle. 

BRACKETS  Universal mounting brackets are 
interchangeable for mounting on the left or right 
side. 10-gauge, cold-formed, galvanized steel, 
embossed for added strength. 

SADDLE WITH TENSIONER  Easily adjustable 
one-piece saddle accepts 1-5/16" diameter axle. 
Double cams lock the axle in position and maintain 
tension on the springs. 

GUIDES  16-gauge, zinc-coated, 2-3/4" deep. 
Featuring polypropylene guide runners  
to assure smooth operation and prevent  
steel-on-steel contact. 

988WL CURTAIN WINDLOCKS  10-gauge,  
zinc-coated steel, secured to door with  
two 3/16" rivets.

988WL WINDLOCK BAR  Galvanized,12-gauge, 
with holes for fastening to jamb every four inches. 
Placed inside the guide.   

CHAIN HOIST  8:1 reduced-drive. Mounts directly 
to the axle on either the left or right side.

INTERIOR LATCHES  12-gauge, zinc-coated steel 
slide bolt engages a lock strike attached to the 
side guide. Two latches per door fasten to the 
bottom assembly and are suitable for padlocking. 

MOUNTING FASTENERS  Steel or wood fasteners 
included. For masonry openings, mounting clips 
and anchoring system are sold separately.  

DOOR STOP  12-gauge, zinc-coated,  
L-shaped door stops. Mount to guides. 

Product specifications are subject to change without notice.

© Trac-Rite   2295.mkt.0224

ROLL UP DOORS

For more information
PHONE 800.448.8979
FAX  800.236.8722

 WEBSITE www.tracrite.com
 EMAIL tr@tracrite.com 

ADDRESS 314 Wilburn Road
Sun Prairie, WI 53590

*MPH rating represents 
wind speed per the 
International Building 
Code (IBC), Exposure B. 
Actual allowable wind 
speed may vary based 
on actual site conditions
and application.

Wind Load Ratings

988WL Door Width 
    10'0" 

  11'0" 
  12'0"
  13'0" 
  14'0"
  15'0"
  16'0"
  17'0"
  18'0"

988WL PSF Rating 
 -52.8/+48.0 
 -48.0/+43.6
 -44.0/+40.0
 -40.2/+36.6 
 -37.3/+34.0
 -34.1/+29.9
 -32.0/+28.0
 -30.1/+26.4
 -28.4/+24.9

Tested and certified by an independent lab.

Exposure based on Category B.

988 
Mounting Surface & Door Clearance Requirements

Measure the following areas to design a 988 or 988WL door to your specific needs.

988 & 988WL 
ROLL UP DOORS

COMMERCIAL DOORS & HARDWARE   |   800.433.4047   |   tellmfg.com

MANUFACTURED BY

Dead-axle design with 
torque-tube assembly 
allows the door to  
operate with ease.

Chain hoist mounts 
directly to the axle for 
easy installation. 8:1 
reduced-drive allows for 
smooth operation.

Dual 12-gauge, zinc-coated 
interior steel latches slide 
into door guide brackets. 
Latches may also be 
padlocked for added 
security.

As wind blows against 
the 988WL, the curtain’s 
windlocks engage with the 
door guide for a strong 
interlocking grip. This grip 
keeps the curtain securely in 
the guide. 

Saddle with tensioner 
device makes adjusting the 
door tension easier, safer, 
and quicker than clamp and 
bracket designs.

Commercial Grade Performance
Trac-Rite's model 988 delivers performance day in and day out. In sizes up to 18' wide. Our 
model 988 door was designed to be the heavy-duty solution for large door openings. These 
doors are designed with features for long life such as the EP3 coated spring, which resists 
rust and requires no lubrication. An optional chain hoist system allows for effortless operation 
for larger door openings, and extra wide felt strips on the back of the door provide smooth 
operation for decades.

Our model 988 door was designed to be the heavy-duty solution for large door openings. 
The pre-installed SpaceGuard latch accepts two padlocks and an optional cylinder lock. 
The doors are available in wide variety of standard colors all at one great price. Our leading 
edge manufacturing techniques provide consistent quality with a high degree of efficiency. 

Trac-Rite takes customer service seriously. We are 100% employee-owned. Every employee has a 
vested interest in serving our customers. Whether you are interacting with one of our resellers or 
directly with us, you'll receive prompt responses and knowledgeable assistance.

988 
COMMERCIAL/INDUSTRIAL GRADE

ROLL UP DOORS

Features
Strong, Heavy-Duty 
Materials
Smooth, Quiet Operation
Custom Sizes
977WL Withstands 
Higher Wind Loads
Low Maintenance
Minimal Back Room 
Requirements

Commercial/Industrial 
Applications 
Motor Operator 
Applications
Rust Resistant
30/25 Yr Paint
3 Yr Material/
Craftsmanship
10 Yr Spring Warranties

Colors vary from actual panel material. Please request a steel color sample for precise shade at 800.448.8979

UB YellowBright White

Royal BluePolar BlueEvergreen

Sunset Orange

Lime GreenCedar RedGarnetPatriot Red

Iced White Desert Tan Light Stone Ash Gray Shale

Matte BlackCrimson Red

Continental 
Brown

Burnished 
Slate

Silhouette
Gray

Wasabi Green TealFern Green

Dark Charcoal 
Grey

988 & 988WL 
ROLL UP DOORS

PERFORMANCE • VALUE • SERVICE

Dead-axle design with 
torque-tube assembly 
allows the door to  
operate with ease.

Chain hoist mounts 
directly to the axle for 
easy installation. 8:1 
reduced-drive allows for 
smooth operation.

Dual 12-gauge, zinc-coated 
interior steel latches slide 
into door guide brackets. 
Latches may also be 
padlocked for added 
security.

As wind blows against 
the 988WL, the curtain’s 
windlocks engage with the 
door guide for a strong 
interlocking grip. This grip 
keeps the curtain securely in 
the guide. 

Saddle with tensioner 
device makes adjusting the 
door tension easier, safer, 
and quicker than clamp and 
bracket designs.

Commercial Grade Performance
Trac-Rite's model 988 delivers performance day in and day out. In sizes up to 18' wide. Our 
model 988 door was designed to be the heavy-duty solution for large door openings. These 
doors are designed with features for long life such as the EP3 coated spring, which resists 
rust and requires no lubrication. An optional chain hoist system allows for effortless operation 
for larger door openings, and extra wide felt strips on the back of the door provide smooth 
operation for decades.

Our model 988 door was designed to be the heavy-duty solution for large door openings. 
The pre-installed SpaceGuard latch accepts two padlocks and an optional cylinder lock. 
The doors are available in wide variety of standard colors all at one great price. Our leading 
edge manufacturing techniques provide consistent quality with a high degree of efficiency. 

Trac-Rite takes customer service seriously. We are 100% employee-owned. Every employee has a 
vested interest in serving our customers. Whether you are interacting with one of our resellers or 
directly with us, you'll receive prompt responses and knowledgeable assistance.
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COMMERCIAL/INDUSTRIAL GRADE

ROLL UP DOORS

Features
Strong, Heavy-Duty 
Materials
Smooth, Quiet Operation
Custom Sizes
977WL Withstands 
Higher Wind Loads
Low Maintenance
Minimal Back Room 
Requirements

Commercial/Industrial 
Applications 
Motor Operator 
Applications
Rust Resistant
30/25 Yr Paint
3 Yr Material/
Craftsmanship
10 Yr Spring Warranties

Colors vary from actual panel material. Please request a steel color sample for precise shade at 800.448.8979

UB YellowBright White

Royal BluePolar BlueEvergreen

Sunset Orange

Lime GreenCedar RedGarnetPatriot Red

Iced White Desert Tan Light Stone Ash Gray Shale

Matte BlackCrimson Red

Continental 
Brown

Burnished 
Slate

Silhouette
Gray

Wasabi Green TealFern Green

Dark Charcoal 
Grey

988 & 988WL 
ROLL UP DOORS

PERFORMANCE • VALUE • SERVICE

Floor offset  
recommended to  

prevent water migration.

Door Clearance

Framed Opening
Measure the framed opening.

FOR EXAMPLE:  If your framed opening is 14'6" wide and 
18'0" high, you would order a 14'6" x 16'0" (width first, 
height second) door.

The 988 and 988WL doors are available in custom sizes 
from 10'W x 8'H to 18'W x 188'H in 1" increments. 

A = Width  
____' ____"

B = Height  
____' ____"

Mounting Surfaces
Measure the mounting 
surface areas.  
NOTE:  All mounting 
surfaces must be flush.

Minimum Mounting  Your 
Surface Areas Measurement

Brackets
C = Width 5" ____' ____" 
D = Height 13" ____' ____"
Guides
E = Width 3" (5" masonry jambs) ____' ____"

Measure the door 
clearance. 
NOTE: Insulated  
doors require an  
additional 1" of  
back room and  
head room.

Minimum Clearance Your Measurement
F = Back Room 988 = 20"/ 988WL = 21" ____' ____"

G = Head Room 988 = 22"/ 988WL = 23" ____' ____"

H = Side Room 988/ 988WL = 8 1/4"  ____' ____"
(22" for motor operator)

Specifications
DESIGN TYPE  Dead-axle design with torque-tube 
assembly. Rotates on a fixed axle during operation. 

TORQUE-TUBE ASSEMBLY  Axle is high-yield 
structural tubing with 1-5/16" outside diameter. 
Drums are 12" diameter spiral x 1-1/2" wide, 
16-gauge, zinc-coated steel with grease-filled ball 
bearings mounted in the center of the drum to 
promote smooth operation. Springs are helical 
torsion, oil tempered, and factory lubricated to 
increase life cycle.  Axle, drums, and springs are 
enclosed in a 26-gauge galvanized spiral 
tube to provide even curtain support.

CURTAIN  Roll-formed sections, factory seamed 
from 26-gauge, Grade 80 galvanized steel. 
Siliconized polyester finish in 24 standard colors. 
Full-length 2" felt tape for smooth rolling and 
reduced marring.  

BOTTOM ASSEMBLY  Seal-Rite pliable bulb and 
blade astragal integrated into galvalume bottom bar 
with stiffening angle. 

BRACKETS  Universal mounting brackets are 
interchangeable for mounting on the left or right 
side. 10-gauge, cold-formed, galvanized steel, 
embossed for added strength. 

SADDLE WITH TENSIONER  Easily adjustable 
one-piece saddle accepts 1-5/16" diameter axle. 
Double cams lock the axle in position and maintain 
tension on the springs. 

GUIDES  16-gauge, zinc-coated, 2-3/4" deep. 
Featuring polypropylene guide runners  
to assure smooth operation and prevent  
steel-on-steel contact. 

988WL CURTAIN WINDLOCKS  10-gauge,  
zinc-coated steel, secured to door with  
two 3/16" rivets.

988WL WINDLOCK BAR  Galvanized,12-gauge, 
with holes for fastening to jamb every four inches. 
Placed inside the guide.   

CHAIN HOIST  8:1 reduced-drive. Mounts directly 
to the axle on either the left or right side.

INTERIOR LATCHES  12-gauge, zinc-coated steel 
slide bolt engages a lock strike attached to the 
side guide. Two latches per door fasten to the 
bottom assembly and are suitable for padlocking. 

MOUNTING FASTENERS  Steel or wood fasteners 
included. For masonry openings, mounting clips 
and anchoring system are sold separately.  

DOOR STOP  12-gauge, zinc-coated,  
L-shaped door stops. Mount to guides. 

Product specifications are subject to change without notice.

© Trac-Rite   2295.mkt.0224

ROLL UP DOORS

For more information
PHONE 800.448.8979
FAX  800.236.8722

 WEBSITE www.tracrite.com
 EMAIL tr@tracrite.com 

ADDRESS 314 Wilburn Road
Sun Prairie, WI 53590

*MPH rating represents 
wind speed per the 
International Building 
Code (IBC), Exposure B. 
Actual allowable wind 
speed may vary based 
on actual site conditions
and application.

Wind Load Ratings

988WL Door Width 
    10'0" 

  11'0" 
  12'0"
  13'0" 
  14'0"
  15'0"
  16'0"
  17'0"
  18'0"

988WL PSF Rating 
 -52.8/+48.0 
 -48.0/+43.6
 -44.0/+40.0
 -40.2/+36.6 
 -37.3/+34.0
 -34.1/+29.9
 -32.0/+28.0
 -30.1/+26.4
 -28.4/+24.9

Tested and certified by an independent lab.

Exposure based on Category B.

988 
Mounting Surface & Door Clearance Requirements

Measure the following areas to design a 988 or 988WL door to your specific needs.

988 & 988WL 
ROLL UP DOORS
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Sourced Products

WINDOWS

SERIES 2500 THERMAL FRAME
Designed Specifically for Metal Building Application
■ �Available as horizontal sliders, fixed, single hung, project-in and project-out

■ �Self-flashing and self-framing

■ �Clear insulated glass is standard.  Low-e, tinted, tempered also available

■ �Three fin systems available:  universal, regular and architectural

■ �Can also include a subframe, prepped for your specific application

■ �Painted bronze or white

■ �Anodized and custom finishes available

SERIES S251 FIXED WINDOW SYSTEM
Thermally Broken Frame
■ �Integral nail fin installation for fast and easy installs

■ �Single punched opening or a bay of windows (ribbon) configuration

■ �Requires a framed opening and flashing

■ �Painted bronze or white

■ �Anodized and custom finishes available

SERIES C225 NON-THERMAL FRAME
Economical Option
■ �Available as horizontal sliders, fixed and single hung

■ �Self-flashing and self-framing

■ �Available in either single glazing or insulated glass

■ �Several different fin systems available – dependent upon panel configuration

■ �Mill finish or painted bronze or white

■ �No subframe is required
Series S251

Series C225

Series 2500

Window options by:

WINTECH 
WINDOWS FOR TODAYS COMMERCIAL BUILDINGS!

■ �Simulated and Tested Thermal Performance

�■ �Better Air, Water and Structural Rating than Previous Systems

■ �More Options (glass, finish, etc.)

■ �More Architectural Configurations

�■ �Fins and accessories available for masonry, IPS, stucco & 
preassembled in steel framed openings.

WHITEBRONZE
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